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            QUERY  vaddr  is  the  virtual  address  of  the  virtual  machine  console.  radilr  is  the  real  address  of  the  terminal  associated  with  the  

virtual  console.  

c  is  the  spooling  class  of  the  console.  

nn  is  the  number  of  copies  spooled.  

userid  is  the  user  identification.  is  the  distribution  code.  

The  fields  indicate  the  setting  of  the  respective  options  in  

the  SPOOL  command.  

The  jefaalt  settinqs  for  a  virtual  console  are:  CONS  vaildr  ON  DEV  raddr  TERM  STOP  vaddr  CL  T  NOCONT  NOHOLD  COPY  01  READY  vaddr  FOR  userid  DIST  distcode  {  

R/W}  vaddr  tvpe  volser  :R/O  nnn  CYL  The  status  of  each  virtual  disk  defined  for  your  system  displayed.  

vaddr  type  17ols=r  is  the  virtual  address  to  which  the  device  is  

attached.  

is  an  IBM  direct  access  device.  display  of  3340  represents  either  a  3340  or  3344  

device.  

is  the  volume  serial  number  of  the  system  disk  on  which  

this  virtual  disk  resides.  R/W  indicates  the  read/write  status  of  the  disk.  RIO  nnn  is  the  number  of  cylinders  on  the  virtual  disk.  

TAPE  ON  DEV  raddr  

The  status  of  each  tape  defined  for  your  system  is  displayed.  vaildr  is  the  virtual  address  to  which  the  tape  is  attached.  

raddr  is  the  real  address  of  the  tape.  
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            QUERY  LINE  vaddc  ON  DEV  raddr  

The  status  of  all  communication  lines  defined  in  your  virtual  

machine  is  displayed.  vaddc  is  the  virtual  address  to  which  the  line  is  attached.  raddc  is  the  real  address  of  the  line.  

{  

ENABLED  }  

LINE  vaddc  DISABLED  The  status  of  virtual  communication  lines  at  virtual  address  vaddr  {  

'  CaNT}  {'  HOLD}  {  EOF}  {'  READY}  RDR  vaddr  CL  c  NOCONT  NOHOLD  'NOEOF  NOTREADY  PUN  The  status  of  all  the  virtual  readers  attached  to  your  virtual  

machine  is  displayed.  vaddc  c  

is  the  virtual  device  address  of  the  virtual  reader.  

is  the  spool  file  class  which  the  device  services.  A  

class  of  *  indicates  the  device  serves  all  classes  of  

spool  files  for  input.  

The  other  fields  indicate  the  setting  of  the  respective  options  in  

the  SPOOL  command.  

The  iefault  settinqs  for  a  reader  are:  

RDR  vaddr  CL  *  IOCONT  NOHOLD  READY  EOF  {  

CaNT}  {  HOLD}  vaddc  CL  c  NOCONT  NOHOLD  {  

READY}  NOTREADY  DIST  distcode  

{  CONT}  {  HOLD}  {READY'}  PRT  vaddr  CL  =  NOCONT  NOHOLD  CPY  [*]nn  N8TREADY  vaddr  userid  DIST  distcode  FLASHC  cc  

vaddr  FLASH  ovly  CHAF  ctab  MDFY  cmod  FCB  pcpi  The  status  of  all  the  virtual  printers  and  punches  attached  to  your  virtlal  machine  is  displayed.  
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