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Tape  device:  Tape0  

Status:  Not  Ready  (Not  Loaded)  

Drive  information:  

ECC  No  
Compression  No  
DataPadding  No  
ReportSetmarks  No  

DefaultBlockSize  32,768  bytes  
MaximumBlockSize  65,536  bytes  
MinimumBlockSize  1  bytes  
MaximumPartitionCount  2  partitions  
EOTWarningZoneSize  0  bytes  

TAPE_DRIVE_ABS_BLK_IMMED  No  
TAPE_DRIVE_ABSOLUTE_BLK  Yes  
TAPE_DRIVE_END_OF_DATA  Yes  
TAPE_DRIVE_FILEMARKS  Yes  
TAPE_DRIVE_LOAD_UNLOAD  Yes  
TAPE_DRIVE_LOAD_UNLD_IMMED  Yes  
TAPE_DRIVE_LOCK_UNLOCK  Yes  
TAPE_DRIVE_LOCK_UNLK_IMMED  No  
TAPE_DRIVE_LOG_BLK_IMMED  No  
TAPE_DRIVE_LOGICAL_BLK  Yes  
TAPE_DRIVE_RELATIVE_BLKS  Yes  
TAPE_DRIVE_REVERSE_POSITION  Yes  
TAPE_DRIVE_REWIND_IMMEDIATE  Yes  
TAPE_DRIVE_SEQUENTIAL_FMKS  No  
TAPE_DRIVE_SEQUENTIAL_SMKS  No  
TAPE_DRIVE_SET_BLOCK_SIZE  Yes  
TAPE_DRIVE_SET_COMPRESSION  No  
TAPE_DRIVE_SET_ECC  No  
TAPE_DRIVE_SET_PADDING  No  
TAPE_DRIVE_SET_REPORT_SMKS  Yes  
TAPE_DRIVE_SETMARKS  Yes  
TAPE_DRIVE_SPACE_IMMEDIATE  No  
TAPE_DRIVE_TENSION  No  
TAPE_DRIVE_TENSION_IMMED  No  
TAPE_DRIVE_WRITE_FILEMARKS  Yes  
TAPE_DRIVE_WRITE_LONG_FMKS  No  
TAPE_DRIVE_WRITE_MARK_IMMED  Yes  
TAPE_DRIVE_WRITE_SETMARKS  Yes  
TAPE_DRIVE_WRITE_SHORT_FMKS  No  
TAPE_DRIVE_COMPRESSION  No  
TAPE_DRIVE_CLEAN_REQUESTS  No  
TAPE_DRIVE_ECC  No  
TAPE_DRIVE_EJECT_MEDIA  Yes  
TAPE_DRIVE_ERASE_BOP_ONLY  No  
TAPE_DRIVE_ERASE_LONG  No  
TAPE_DRIVE_ERASE_IMMEDIATE  Yes  




            
TAPE_DRIVE_ERASE_SHORT  Yes  
TAPE_DRIVE_FIXED  No  
TAPE_DRIVE_FIXED_BLOCK  Yes  
TAPE_DRIVE_INITIATOR  Yes  
TAPE_DRIVE_PADDING  No  

TAPE_DRIVE_GET_ABSOLUTE_BLK  Yes  
TAPE_DRIVE_GET_LOGICAL_BLK  Yes  
TAPE_DRIVE_REPORT_SMKS  Yes  
TAPE_DRIVE_SELECT  No  
TAPE_DRIVE_SET_EOT_WZ_SIZE  No  
TAPE_DRIVE_SET_CMP_BOP_ONLY  No  
TAPE_DRIVE_TAPE_CAPACITY  No  
TAPE_DRIVE_TAPE_REMAINING  No  
TAPE_DRIVE_VARIABLE_BLOCK  Yes  
TAPE_DRIVE_WRITE_PROTECT  Yes  
.  
.  
.  

Figure  56:  FTAPE  utility  output  (display  status)  



        

        
        


                    Previous Page
                
                    Next Page
                
 

         



                








                Help


        Close
        
         


        
            
                

                Â Â Â Â This book
Authors
everything
Retrocomputing
Titles


            Â Â Â      All books


                
                GO
                
            

        


         	Zoom In
	Zoom Out
	Contents
	Extract
	Help
	Printable



            
                	Share


                    
                            
                            
                            
                            
                        

                
                





            

        
            Powered by TizraÂ® |  
        


    
                                                                                                                                                              



 
Destination page number
Search scope
Search Text
