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S/390  operating  system  

All  currently  marketed  VM/ESA,  VSE/ESA,  and  OS/390  operating  systems  and  their  

associated  S/390  products  are  available  for  the  IBM  S/390  Integrated  Server.  

For  

all  System/390  software  orders,  the  distribution  is  on  currently  supported  media,  

including  the  4mm  DAT  tape  media  (digital  audio  tape)  cartridge  for  most  current  

products.  (Base  VM/ESA  is  available  today  on  OMA  CD-ROM  media.)  

As  part  of  the  S/390  software  order,  the  customer  can  request  the  appropriate  

preconfigured  CD-ROM.The  preconfigured  CD-ROMs  contain  S/390  system  

images  that  provide  a  â€œload  and  goâ€�  system.Included  on  the  CD-ROMs  are  I/O  

device  maps  to  help  the  customer  get  started  and  a  set  of  unique  

tools  to  take  

advantage  of  the  dual  operating  system  environment.The  preconfigured  CD-ROM  

consists  of  the  base  operating  system  and  one  or  more  utility  programs.  

Internet  access  will  be  required  for  service  and  support,  therefore  an  additional  LAN  

adapter  card  or  modem  will  be  necessary.  The  internet  connection  itself  can  be  

provided  by  an  Internet  Service  Provider  (ISP).  

Environmentals  

Physical  Box  Specifications  

Width:  533mm  (20.5  in.)  

Depth:  1038mm  (40.0  in.)  

Height:  819mm  (31.5  in.)  

Weight:  155kg  maximum,  100  kg  base  (340  lb.  max,  220  lb  base)  

Note:  At  340  pounds,  the  system  unit  is  fully  configured  with  16  DASD,  integrated  

battery  backup,  

CD-ROM,  floppy  drive,  N+1  power,  DAT  tape  drive,  and  all  

PCI  slots  filled.  

OperatingEnvironment  

Temperature:  10  to  40C  (50  to  104  F)  

Relative  Humidity:  8%  to  80%  

Wet  Bulb:  27C  (80.6  F)  (Class  C)  

Electrical  Power:  1.32  kVA  
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